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Engineered for compact jobs with high torque needs, the GS250-LS delivers

powerful performance and operator comfort. Supplied by JB Trenchless and

manufactured by Goodeng for Australian & New Zealand conditions.

DIMENSIONS

METRIC IMPERIAL

Length 6,950 mm 273.6 in

Width 2,157 mm 84.9 in

Height 2,400 mm 94.5 in

Weight (no rods) ~9,880 kg 21,788 lbs

Weight (with rods) ~12,000 kg 26,455 lbs

OPERATION

METRIC IMPERIAL

Max Thrust & Pullback Force 240 kN 54,000 lbs

Carriage Speed 45 m/min

Rotational Torque 7,800 N·m 5,750 ft-lbs

Max Rotational Speed 190 r/min

Travel Speed 2.5–4.0 km/h 1.6–2.5 mph

Climbing Gradient 17°

Entry Angle 21–42%

FLUID SYSTEM

METRIC IMPERIAL

Max Mud Flow 250 L/min 70 GPM

Max Mud Pressure 8 MPa 1,160 PSI

POWER

METRIC IMPERIAL

Engine Power 110 kW 147 Hp

FEATURES

2-speed rotation with USA Eaton hydraulic motor

3-speed thrust/pullback using USA Eaton motors

Steel tracks with rubber pads + wireless remote tracking

Large range launch angle system (12–22°)

Hydraulic rotating, air-conditioned operator cabin

Multi-function levers for thrust/pull/rotation

Auto-Rod loader system with 60 rods (~180m)

Compatible with DCI Aurora system

Push-button rod-greasing system

Hydraulic stake down system with 2 independent front

augers

JB Trenchless supplies Goodeng HDD rigs

and mud systems across Australia and New

Zealand, backed by fast lead times, local

support, and trusted service.


