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Purpose-built for pipe-assist and pullback operations, the GSP5000 delivers 5000

kN of pushing force with smooth, controlled performance. Designed to complement

large-diameter HDD and micro-tunnelling projects, it enhances installation efficiency

and safety when tackling complex, high-resistance pipeline installations.

DIMENSIONS - CLAMP

METRIC IMPERIAL

Clamp Length 2,120 mm 83 in

Clamp Width 1,760 mm 69 in

Clamp Height 2,800 mm 110 in

Clamp Weight 30,500 kg 67,240 lbs

OPERATION

METRIC IMPERIAL

Max. Thrust Force 5,200 kN
1,168,000 lb-

ft

Max. Thrust Speed 2.7 m/min 8.8 ft/min

Max. Pullback Force 3,600 kN 809,000 lb-ft

Max Pullback Speed 3.9 m/min 12.8 ft/min

Working Angle -14 degrees to 5 degrees

Pipeline Range 457mm - 1420mm 18"- 56"

POWER

METRIC IMPERIAL

Engine Cummins

Engine Power 264 kW 354 HP

Fuel Diesel

Stroke of Hydraulic Cylinder 3.5m 11.5 ft

JB Trenchless supplies Goodeng HDD rigs

and mud systems across Australia and New

Zealand, backed by fast lead times, local

support, and trusted service.

DIMENSIONS - THRUSTER

METRIC IMPERIAL

Max. Working Length 12,570 mm 1,476 in

Max. Working Width 4,500 mm 177 in

Max. Working Height 3,590 mm 141 in

Thruster Weight 40,000 Kg 88,180 lbs


