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Compact Footprint — With dimensions
of 3.87m long by 1.30m wide, the GS50
can be set up in tight urban or roadside
spaces and bring enough power to get
the job done.

Get the job done faster — with a
powerful no-nonsense engine and rapid
carriage speed, the GS50 allows for
quick cycle times for greater daily

Unparalleled control and visibility —
With intuitive controls and drill rods
within easy reach, combined with clear
vision of the vice jaws, meters, and
display screens, the GS50 ensures a
seamless drilling experience.

Enhanced stability and precision -
The powerful stake-down system
ensures optimal stability during
operation, protecting rod thread
connections from undue stress and
ensuring precise alignment.
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Quality Rods & Tooling — Engineered
to accommodate drill rods with firestick
threads, pair with quality tools and
achieve tight bend radii, enabling
installations in the most confined
spaces.
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Streamlined Maintenance, Quiet
Operation - Conveniently located
service points and a reliable engine
make maintenance hassle-free.
Integrated sound dampeners ensure
quieter operation, reducing noise
pollution.

(03) 9706 5239

WWW.JBTRENCHLESS.COM
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OPERATION METRIC IMPERIAL DIMENSIONS METRIC IMPERIAL
Max Thrust & Pullback Force 51 Kn 11,450 lbs Length 3,870 mm 152.3in
Max Thrust & Pullback Speed 61 m/min 200 ft/min Width 1,300 mm 51.21in
Max Torque 2,235 N.m 1,640 ft-lbs Height 1,470 mm 57.9in
Max Rotational Speed 215 r/min Weight 3,650 kg 8,050 Ib
Walking Speed 2.5 km/hr 1.6 mph Entry Angle 19-22 degrees
Angle of Approach 17 degrees
POWER METRIC  IMPERIAL
FEATURES
Engine Yanmar ;
i Rod Basket Capacity ~80m (44x 1.83m Rods)
Engine Power 43 Kw 57.7 Hp L
_ Breakout System Standard hydraulic vice
Fuel Diesel —
Flow indicator Standard meterage
Stakedown System Hydraulic lever operated
FLUID SYSTEM METRIC IMPERIAL Strike Alert Standard
Max Mud Flow 75L/min  19.8 gal/min  Remote Lockout Standard
Max Mud Pressure 6 Mpa 870 psi Seat Sensor Standard

START STRONG & COMPLETE YOUR SET UP WITH OUR FULL PACKAGING SOLUTIONS

TRAINING

JB Trenchless provides
training and demonstrations to
ensure you and your crew are
confident to hit the ground

= running.

4 HDD TOOLING

= We can supply all your tooling
and consumable needs to get
you ready to start drilling
immediately so you can make
your ROI.

SERVICE AND SUPPORT
With 12 month warranty and
machine parts all in stock, we
are ready to service your
machine when needed and
reduce any downtime.

LOCATION SYSTEMS &
MUD MIXERS

' Start turn-key by completing
your set up with a DCI
location system and fluid
mixing system, plumbed and
ready to go.

(03) 9706 5239
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