
TURN YOUR DRILL INTO A ROCK DRILL

Easy to setup and operate;
Saves time and money;
Only requires 2-man crew: Operator and Locator;
Small Footprint (standard Rig setup + air compressor);
Purposefully designed for HDD;
Strong with aggressive controlled steering; and
Uses air with oil injection, reducing internal wear.

KEY FEATURES:
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HAMMER SYSTEM WITH HAMMER OILER

AIR HAMMER

ROCK TOOLS



PRODUCT SPECIFICATIONS

HAMMER SYSTEM WITH HAMMER OILER

Built for serious ground, the Pioneer One AirHammer range delivers

high-impact performance across 2” to 5” sizes. Designed for precision

drilling with wide compatibility and unmatched air efficiency.
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AIR HAMMER

  Model    2” LP   3” CR   4” CR   5” CR

  Specifications
  

  Imperial
  

  Metric
  

  Imperial
  

  Metric
  

  Imperial
  

  Metric
  

  Imperial
  

  Metric
  

         Connection
  

  1720 pin
  

  2-3/8” API Reg Pin
  

  2-7/8” API Reg Pin
  

  3-1/2” API Reg Pin
  

         Outside Diameter
  

  2.0”
  

  50.8mm
  

  3.5”
  

  88.9mm
  

  4”
  

  101.6mm
  

  5”
  

  127mm
  

         Length with Bit Extended
  

  59”
  

  1498.6mm
  

  69”
  

  1752.6mm
  

  76.9”
  

  1953.3mm
  

  82.6”
  

  2098mm
  

         Length with Bit Retracted
  

  57”
  

  1447.8mm
  

  67.1”
  

  1719.3mm
  

  75.8”
  

  1976.1mm
  

  81.4”
  

  2067.6mm
  

         Assembly Weight with Bit
  

  62 lbs
  

  28 kg
  

  154 lbs
  

  70 kg
  

  167 lbs
  

  76 kg
  

  353 lbs
  

  160 kg
  

         Slant Face Bit Diameter
  

  3.5”
  

  88.9mm
  

  4.75”
  

  120.6mm
  

  5.75”
  

  146mm
  

  6.75”
  

  171.5mm
  

         Make-up Torque
  

  2000 ft-lb
  

  2711.6 N-m
  

  3000 ft-lb
  

  4067.5 N-m
  

  4000 ft-lb
  

  5423.3 N-m
  

  5000 ft-lb
  

  6779.1 N-m
  

  Air Consumption
  

         200 psi/13.8 bar
  

  250 scfm
  

  7.1 m3/min
  

  288 scfm
  

  8.1 m3/min
  

  386 scfm
  

  10.9 m3/min
  

  360 scfm
  

  10.2 m3/min
  

         250 psi/17.2 bar
  

  250 scfm
  

  7.1 m3/min
  

  348 scfm
  

  9.8 m3/min
  

  488 scfm
  

  13.8 m3/min
  

  488 scfm
  

  13.8 m3/min
  

         300 psi/20.7 bar
  

  -
  

  -
  

  400 scfm
  

  11.3 m3/min
  

  590 scfm
  

  16.7 m3/min
  

  632 scfm
  

  17.8 m3/min
  

         350 psi/24.1 bar
  

  -
  

  -
  

  444 scfm
  

  12.5 m3/min
  

  691 scfm
  

  19.5 m3/min
  

  791 scfm
  

  22.3 m3/min
  

  Recommended Drill Size
  

         Ditch Witch
  

  JT9, JT10, JT1220
  

  Max JT3020/JT30
  

  JT25 – JT100
  

  JT 4020 – JT100
  

         Vermeer
  

  7x11 – 16x20
  

  7x11 – 40x55
  

  24x40 – 100x120
  

  36x50 – 130x150
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