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Available in multiple sizes: R90, R140, R190, and R230
Breakout torque up to 85,000 ft-lbs (model dependent)
Compatible with manual or electric dual-pump systems
Built to suit a wide range of HDD drill rods and diameters
Fast setup and easy transport with compact frame designs
Replaceable jaw inserts for extended service life
Remote pendant operation available with auto-pump units
Engineered for harsh HDD and utility drilling environments

KEY FEATURES:

Wrench (excluding jaw inserts): 24 months
Hydraulic Power Pack: 12 months

WARRANTY:
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MODEL TORQUE SPEC RANGE (mm) WEIGHT (kg)

R90 12,000 ft-lbs 40 - 93 84

R140 22,000 ft-lbs 80 - 140 118

R190 40,000 ft-lbs 130 - 190 142

R230 54,000 ft-lbs 180 - 230 170

INCLUDES

Manual or electric single-acting hydraulic pump

10’ x 3/8” high-flow hose with quick-connect fittings

Hydraulic cylinder (10T or 13T depending on model)

Remote pendant controller for use with auto-pump

Protective transport crate
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PRODUCT SPECIFICATIONS

The RAPSPAN Breakout Wrench Range delivers powerful torque across four models,

providing reliable and safe HDD rod joint separation.

With durable construction, size versatility, and both manual and electric pump options,

these wrenches are engineered to perform in the toughest drilling environments.

For detailed hydraulic and jaw insert specs, contact JB Trenchless or request the full datasheet.


