
Compressor Stage Two-Stage Free Air Delivery 605 CFM / 17 m³/min
Working Pressure 246.5 psi / 17 bar Adjusted Max Pressure Up to 21 Bar
Engine Cummins QSC5.9-C210-30 Rated Power 210 HP / 154 kW
Rated Speed 2000 / 1350 RPM Cylinders 6
Displacement 5.9 L Emission Class Tier 3 (EU III)
Screw Oil Volume 70 L Fuel Tank 250 L

Noise Level 80 ±5 dB(A) Battery Voltage 24 V

Connectors G3/4" ×1, G2" ×1 Operating Temp --10°C to 50°C
Dimensions (L×W×H) 2740 × 1550 × 1920 mm Weight 3,000 kg

T E W A TTTWT605-17F
PORTABLE DIESEL AIR COMPRESSOR -  SKID MOUNT

The Tewatt TWT605-17F is a heavy-duty, two-stage diesel screw air compressor built for demanding jobsite
applications including HDD drilling and Air Hammering. Powered by a Cummins QSC5.9 engine on a compact
skid-mount frame, it delivers 605 CFM at 17 bar (246.5 psi) — with a manual pressure dial that lets operators
boost output up to 21 bar when higher pressure is needed.
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ADJUSTABLE PRESSURE: 17 BAR ⟶ 21 BAR
A manual dial on the control panel lets you increase working pressure from 17 bar up to 21 bar
(305 psi) on the fly. Higher pressure reduces volume output — giving operators flexibility to
match the compressor to the task at hand.

TECHNICAL SPECIFICATIONS

ENGINE & RELIABILITY STANDARDS & WARRANTY
Powered by the proven Cummins QSC5.9 six-cylinder
diesel — renowned for durability, serviceability, and
global parts availability. The two-stage screw
compressor design delivers efficient, high-pressure air
with reduced thermal stress on components.

Manufactured to JB8524-1997 safety requirements and
GB22007-2008 standards. Air compressor and airend
are backed by a 2-year / 3,000-hour guarantee.
Operating temperature can be customised for extreme
conditions.
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