
Engine 13 HP - Honda GX390

Engine Type Air-cooled, 4-Stroke, OHV, single cylinder

Pump (output) 370 gpm (1,400 litres)

Features Oil Alert

Starter Electrical and recoil

Fuel Capactiy 6L

Fuel Type Petrol

L x W x H (Unimixer) 1090mm x 870mm x 960mm

Centrifugal Pump:  Heavy-duty impeller
handles abrasive, corrosive fluids with
high pressure and durability.

Pair the UNIMIX Mud Mixer with a 4000 Litre Poly Tank 
 ✔ Mounted on a durable steel skid
 ✔ Fully plumbed with camlocks, hosetails, valves & outlets
 ✔ Internal eductor jet nozzles for powerful agitation & consistent mixing
 ✔ Compact design – slim enough to fit two side-by-side on a truck bed
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Capacity 4000 Litres

Tank Jets 5

L x W x H 2200mm x 1020mm x 1820mm

Weight (Empty) 320 kg

Weight (Full) 4070 kg

Option Extras Internal Baffles

Honda 13.0 HP Engine:
Reliable 4-cycle GX Series
engine delivers stable mud
flow, high power, and fuel
efficiency for industrial use.

UNIMIX 13.0 SYSTEM

UNIMIX 13 HDD MUD MIXER

890mm

1090mm

PAIR THE UNIMIXER WITH A 4000L TANK

Pump Outlet: 370 gal/min

Valves: Durable, high-pressure valves
with easy dial regulation and Teflon
seals for dependable performance.

Venturi: Efficient design ensures
fast, high-performance mixing. Electric Starter: Equipped

with electric and recoil
starters for quick, hassle-free
operation.

4000L POLY TANK

WWW.JBTRENCHLESS.COM (03) 9706 5239

5 JET AGITATION



Engine 24 HP - Honda GX690

Engine Type Air-cooled, 4-Stroke, OHV, single cylinder

Pump (output) 430 gpm (1,620 litres)

Features Oil Alert

Starter Electrical and recoil

Fuel Capactiy 6L

Fuel Type Petrol (Diesel option available)

L x W x H (Unimixer) Petrol: 1090mm x 870mm x 960mm | Diesel: 1150mm x 1225mm x 1050mm

L x W x H (4000L Tank) 2200mm x 1020mm x 1820mm

Centrifugal Pump:  Heavy-duty impeller
handles abrasive, corrosive fluids with
high pressure and durability.
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Valves: Durable, high-pressure valves
with easy dial regulation and Teflon
seals for dependable performance.

Electric Starter:
Equipped with electric
and recoil starters for
quick, reliable operation.

Design: Balanced for efficiency,
power, and portability. High-shear,
durable design requires low
maintenance.

UNIMIX 24.0 SYSTEM

UNIMIX 24 HDD MUD MIXER

890mm

1090mm

AVAILABLE IN EITHER PETROL OR DIESEL

Pump Outlet: 430 gal/min

Venturi: Efficient design ensures
fast, high-performance mixing.
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PETROL

DIESEL


